
Bestell-Nr.: 0 075 941

Anmerkungen:
Einbaubreite: 392mm, Einbautiefe: 514mm/714mm
Bei Push to open ändert sich der Blendenspalt auf
4mm (+ 1,5 / - 1)

Schraubenempfehlung:
Quadro 12:         4 Stück BN 1529, 6mmx14mm, pro GN
KA 270:            6 Stück BN 1529, 6mmx14mm, pro GN

1

2

3

A B C D E F G H J K L M N UO P Q R S T

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

A B C D E F G H J K L M N O P Q R S T U

1

2

3

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

Date Name Ind. VS

Date Name
Detailer
Approv.

Scale Proj. State
Type Drawing group Drawing No. Item No. Index Vers.

from
to

DescriptionPD_S-Top2000_IW392_WIC32_SCP40_7HE-1_CAT

requirements for the corrosion resistance according to HS 150
Level:

Paul Hettich

measures to be checked and controlnumbers according to HS 5000

General tolerance according to
In case of change check

Replacement for Sheet
of

Revision

Develop.-No.

1Linke08.06.15

23.01.19
Diembeck
Linke

RELEASED

X 000971 1011 00 00

1

SKO 09185 0000 DRAW

28.05.13

1
3

SKO 09185 0000 01 01

The reproduction, distribution and utilization of this drawing as well as the communication of its contents to others without explicid authorization is
prohibited. Offenders will be held liable for the payment of damages. All rights reserved in the event of the grand of a patent, utility model or design.

ISO 16016

-

1:1

01Szlapka15.07.14

0

Mass:
Volume:

g
cm³

SKO 09185 0000 01 01

DIN A0+

GmbH & Co. KG

cm²
Spec. applicable
Maturity Level: S

Surface:

192

320

392
+1
 0

17

2
0
,
3

2
3

8 x12

18

264

292

4
3

2
9

4
1
,
5

3
2

2 x12

1
0
,
5

5
2

(
)

1 48

L
i
c
h
t
e
s
 
I
n
n
e
n
m
a
ß
 
=
 
G
e
w
ü
n
s
c
h
t
e
 
H
ö
h
e
n
e
i
n
h
e
i
t
e
n
 
-
 
A
u
f
l
a
g
e
 
d
e
r
 
u
n
t
e
r
s
t
e
n
 
B
l
e
n
d
e

+
1

 
0

A

A

2
,
5
 
H
E

2
,
5
 
H
E

1
 
H
E

2
 
H
E

Fixierung durch Stopfen

A-A

5
0
9

+
1

 
0

2
2

3
2

5

77 ±0,25288 ±0,35

0,5
+1,3
-0,1

13 ±0,25352 ±0,35

730

3

1
5
7

3

1
5
7

3

1
2
5

6
1

6
2

(
)

5 30

3
3

SKO 9185



Bestell-Nr.: 0 075 941

Anmerkungen:
Einbaubreite: 392mm, Einbautiefe: 514mm
Bei Push to open ändert sich der Blendenspalt auf
4mm (+ 1,5 / - 1)

Schraubenempfehlung:
Quadro 12:         4 Stück BN 1529, 6mmx14mm, pro GN
KA 270:            6 Stück BN 1529, 6mmx14mm, pro GN

1

2

3

A B C D E F G H J K L M N UO P Q R S T

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

A B C D E F G H J K L M N O P Q R S T U

1

2

3

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

Date Name Ind. VS

Date Name
Detailer
Approv.

Scale Proj. State
Type Drawing group Drawing No. Item No. Index Vers.

from
to

DescriptionPD_S-Top2000_IW392_WIC32_SCP40_7HE-1_CAT

requirements for the corrosion resistance according to HS 150
Level:

Paul Hettich

measures to be checked and controlnumbers according to HS 5000

General tolerance according to
In case of change check

Replacement for Sheet
of

Revision

Develop.-No.

1Linke08.06.15

23.01.19
Diembeck
Linke

RELEASED

X 000971 1011 00 00

1

SKO 09185 0000 DRAW

28.05.13

2
3

SKO 09185 0000 01 01

The reproduction, distribution and utilization of this drawing as well as the communication of its contents to others without explicid authorization is
prohibited. Offenders will be held liable for the payment of damages. All rights reserved in the event of the grand of a patent, utility model or design.

ISO 16016

-

1:1

01Szlapka15.07.14

0

Mass:
Volume:

g
cm³

SKO 09185 0000 01 01

DIN A0+

GmbH & Co. KG

cm²
Spec. applicable
Maturity Level: S

Surface:

192

320

392
+1
 0

17

2
0
,
3

2
3

2 64

292

4
3

2
9

4
1
,
5

3
2

8 x12

18

1
0
,
5

5
2

(
)

1 48

2 x12

L
i
c
h
t
e
s
 
I
n
n
e
n
m
a
ß
 
=
 
G
e
w
ü
n
s
c
h
t
e
 
H
ö
h
e
n
e
i
n
h
e
i
t
e
n
 
-
 
A
u
f
l
a
g
e
 
d
e
r
 
u
n
t
e
r
s
t
e
n
 
B
l
e
n
d
e

+
1

 
0

C

C

2
,
5
 
H
E

2
,
5
 
H
E

2
 
H
E

1
 
H
E

Fixierung durch Stopfen
C-C

5
0
9

+
1

 
0

2
2

5

77 ±0,25288 ±0,35

6
2

(
)

3
3

1
2
5

1
5
7

3

1
5
7

3

0 ,5
+1,3
-0,1

13 ±0,25352 ±0,35

530

3
2

6
1

3

SKO 9185



1

2

3

A B C D E F G H J K L M N UO P Q R S T

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

A B C D E F G H J K L M N O P Q R S T U

1

2

3

4

5

6

7

8

9

1
0

1
1

1
2

1
3

1
4

Date Name Ind. VS

Date Name
Detailer
Approv.

Scale Proj. State
Type Drawing group Drawing No. Item No. Index Vers.

from
to

DescriptionPD_S-Top2000_IW392_WIC32_SCP40_7HE-1_CAT

requirements for the corrosion resistance according to HS 150
Level:

Paul Hettich

measures to be checked and controlnumbers according to HS 5000

General tolerance according to
In case of change check

Replacement for Sheet
of

Revision

Develop.-No.

1Linke08.06.15

23.01.19
Diembeck
Linke

RELEASED

X 000971 1011 00 00

1

SKO 09185 0000 DRAW

28.05.13

3
3

SKO 09185 0000 01 01

The reproduction, distribution and utilization of this drawing as well as the communication of its contents to others without explicid authorization is
prohibited. Offenders will be held liable for the payment of damages. All rights reserved in the event of the grand of a patent, utility model or design.

ISO 16016

-

1:1

01Szlapka15.07.14

0

Mass:
Volume:

g
cm³

SKO 09185 0000 01 01

DIN A0+

GmbH & Co. KG

cm²
Spec. applicable
Maturity Level: S

Surface:

2
,
5
 
H
E

2
,
5
 
H
E

2
 
H
E

1
 
H
E

E-E
  1:1

Fixierung mit Stopfen


